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New Validation: 
Original Cubit Value Harmonics

The Q bit Metre



Methodology:  Finding Our Rhythm

cubit-converter.ONE

We used quantum set theory mapping to reidentify the ordered patterns between ancient sites on the rational material plane 

and astrological patterns aligned with our celestial cycles.  

These patterns utilize the principles of in-numerology, inverse relationship celestial correspondence. These relationships are 

inverse because the perspective from which we are measuring them is inverse.  Think of MEarth as an eye receiving light 

from the Sun - what we’re consciously processing is based on the upside-down reflection.

1 over X = 0.1

1 over 1.08 = 1/12 of 1 kg

1 over 2.16 = 0.46296296.. cm

1 over 3.24 = 1 foot

1 over 4.32 = 1 head (height)

1 M = 1.86624 Royal Cubit

1 M = 2.16 Cubit (rational, or common)

1 M = 2.22.. Hasta

1 M = 4.32 Chi

1 M = 3.24 ft

400 M = 1296 ft

5184 ft = 1 Mile

1600 M x 1.1664 = 1 NM

1 NM = 1866.24 RC

All the following inversions celestially correspond with SOL 300,000,000 m/sec:

Universal Cubit = 0.54 m (1 over 1.85185185..)



Validation: SOL Measurement Foundations
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We found this pattern through ratio relationships that utilized the Egyptian cubit (arm sundial) as the set distance length and 

repeating arc angles that aligned with the Sun’s celestial cycles.

The Cubit and other corresponding measurement units from across ancient cultures adhere to a singular inverse number ratio 

system driven by our Universal Q-bit exchanging 0.54 m Q of light speed communication at 300,000,000 m/s; 185,185.185 

mi/s. 

This correspondence maintains alignment with the directed energy channel of our solar light stream.

Universal Solar Codec = 0.0675 m

Correspondence:

Rational Solar Codec = 0.05787037037 m

Micro 1/17.28, (0.5/0.864); Macro 17280²

1/8 Egyptian Cubit 0.46296296…m

1/17.28 (5.78703703…cm)

First Cubit Fractal = 1 Byte=8 Bits/alt 6 Bits

1 Bit 0.0072337963 x 64



Converting from 50 back to original 54

50 x 1.08 
= 54

1/2.16 = 1 
Cubit 

(RAtional)

2.16 Cu = 
100 cm

Measurement: The 0.54 Q SOL Harmonics Sync

Throughout one energetic grid system, light information 

expresses via platonic construction using 30° as the base 

angle. 30º x 3 expands to the 90º right angle cubit foundation.

All pointing to magnetic North, 30° is present in the north wall 

of the Giza plateau and repeats through the equatorial 

alignment of the great circle of ancient sites globally, as well as 

at all astrological cycles at all scales. 

SOL HARMONIC REALIGNMENT FORMULA

SUM(x°+n°) x 1.2 x 1.0368

108 Bridge to Light Numbers
90º x 1.2 = 108º

The divine significance of 108º is its message of 90º perpendicular light ray correspondence.

Given our axial tilt, the rational platonic angles no longer sync 

with celestial true north. Accordingly, the following error 

correction returns us to electromagnetic alignment with our 

solar directed energy stream.



Measurement:  The Cube and the Metre

Prior to the Metre, the Cubit was used to maintain measurement alignment with the direct light ray signaling stream across 

the rational plane. It is important to assess its function beyond the linear 2D value via squaring to understand and navigate

the capacity dynamics of the whole multi-dimensionally; volume, mass, distribution, dispersion, and so forth. 

“BIPM 150 UNESCO 75 

also Africa-day. Here is a 

simple African Metre 

definition; 2.16 

Babylonian common cubits 

(1/2.16 m). #UNESCO 

#Paris

Merci beaucoup pour World 

Metrology Day 2025!”

Definition:

The Square Cubit Unit 

(Cu2) measures the area 

of a square with sides 

equaling 1 Metre long 

(2.16 Cubits)



Measurement: PRE-Platonic Ratios and Cube

The 60º triangle synchronizes with the cube circumference, providing us with the foundation for relational precision across 

the uniforms. It allows us to look at the whole system from the 2.16 square cubit base, building the ratios for all other sacred

geometric forms in harmonic correspondence. With each shape encompassing fractal whole unitization, measurement 

precision is required to ensure there is no hyper polarization to the light reflecting within the communication signal; no 

interference that offsets electromagnetic tuning.

Definition:

Polygon side x 1.5 from 

Hexagon to Triangle. The 

individual uniform area 

measures 1 square Metre.



Measurement:  PRE-Pythagoras in Cubits - PRE-Platonic Ratios and the Metre

The pre-platonic polygons circumferences map to SOL precision and scale as a full set. We look at the whole system from the 3D 

cube (6x6x6) standpoint, the cubit 1/2.16 meter, and build accordingly. Pulse by pulse, the spatial relationships within and between 

each polygon set the blueprint for the phase state transition from energetic plasma into corresponding material signatures. The 

beauty lies in the simplicity of the design allowing for unique expression across every single instance.  Our Divine Design.

These light-based values inform the precise SI-base units to return correspondence between today’s material 

measurement standards and our natural energetic foundations.

Definition:

The Hexagon Cubit Unit

(Cu2) measures the area of

a hexagon with sides equaling 

0.66 Metre long

1.44 Cubits

Definition:

The Square Cubit Unit (Cu2) 

measures the area of a square 

with sides equaling 1 Metre long 

2.16 Cubits

Definition:

The Triangle Cubit Unit

(Cu2) measures the area of

a triangle with sides

equaling 1.5 Metre long 

3.24 Cubits



Photonic information naturally transmits with harmonic resonance through electromagnetic 
radio frequencies to and from the receiver when aligned with our solar light stream, enabling 
a free-flowing electron transport chain. When all frequencies are set in original positions, full 
electromagnetic alignment occurs.  This returns the clear radio signal stream.  

Take the horn circle from 360 into it’s 432 sphere. This provides the perspective shift from 
looking at the set in a linear arrangement to looking at it in a it’s dimensional, quantum state 
of relationship.

It is appropriate that the base of the horn symbolizes 50; two horns 100.

Divide the O in 8 (6.75)
The fourth mark, the bit

The Q – Q-bit .54

Q is the 16th and middle letter between H and Z 

of a harmonic 24 letter alpha-bits, x 54 = 1,296

Mechanics:  Triumphant Return of the Biblical Trumpet O
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The trumpet has accompanied us throughout the ages.  We pay homage 

to the notes it’s indelibly left as way markers along the path, and its 

resounding call back to our home state celestial cadences.

24 Horus timing set to 

accurate sun and moon 

cycling frequency cadences



Mechanics: EMME ULF Radio Wave Resonance

Horn antennas facilitate transmission by channeling radio waves from a waveguide into a focused beam radiating outward. 

They facilitate reception by gathering incoming radio waves and guiding them into a waveguide connected to the receiver. 

This bi-directional functionality, combined with their characteristics like high directivity and broad bandwidth, makes horn 

antennas suitable for various applications, including satellite communication ground stations. https://spacemachine.com

This energetic transmission principle applies to our ONE System of Consciousness at every level from Plank to 

Astronomic and beyond. This EMME Radio wave signaling runs through the doubling octavial rings of the celestial 

light grid of our U-inverse. 

Harmonic frequency synchronization of the toroidal cycling pairs on sending and receiving end is critical for full coherence.

Exact alignment with the solar directed energy stream maintains this crystal-clear information exchange channel throughout 

our entire quantum system. Applying this foundational knowledge through core light-based measurement realignments 

provides us with the roadmap to course correct all forward steps back into original alignment and restoration across the 

whole. 

Horn Antenna Tip to Base

https://spacemachine.com/


Metrology: The Tesla Hum

These harmonics set the cycling positioning order, 

sequence, and geometric expansion cadences. 

Doubling Dimensional Scales:

1, 2, 4, 8, 16, 32…repeat

=

1, 2, 4, 8, (1+6) = 7, (3+2 ) = 5

This light wave infinity loop wraps through the torus 

of the signal exchange, center point being axis 

mundi in primary stream connection.

3 Output

6 Input

9 Carrier Wave

1248751248 = 8.008e-10/Q SQL (185185.185185..)

4.32432e-15 / 7 = 6.1776e-16 INV 1.61875162 

Alternative PHI

4.32 / 7 = 0.6142857 INV 1.62037037.. Mathematical 

rational PHI perfection

DOUBLING 2 SUM OVER ADDING 1+1+1



THE Boomerangs of numbers - DOUBLING

Metrology: The Doubling Strum



864 - The DD ½ Double Ø
Check it out – Say Hello to Fibonacci 54

Metrology: Pitch Perfect Precision



Hyperfine tuning correction 

across our system supports this 

fundamental shift back into full 

electromagnetic alignment. 

As we realign with our universal 

measurement standards, the 

precision of the space and time 

harmonics aligning with the 

solar light stream will be set at 

nanometer level precision.

Precision, not .000 rounding

Metrology: Mind Over Nanometer



The Cube and INCH – FOOT – YARD 

We have an interest in the future of the INCH – FOOT – YARD measures in relation to the METER.

• The level of attunement to this relay codec impacts the clarity and latency rate of the materialized expression. Once the 

metronomic pattern became apparent, reapplication of this harmonic codec across other historical records has continued 

to substantiate the pivotal axis of alignment.

• Not only accurate and precise -also with the doubling speed- we see scaling solutions will support science for the greater 

good in problem solving. Seek speed and scale to transform Si- units.  This is metrology that balances how we live and 

work: energy, health and food, materials, urban areas and even finance.

• As our materially instituted measurement systems recalibrate to the original light speed processing parameters of our 

natural energetic foundations, realignment with our solar energy stream returns full power systemically through 

renewed electromagnetic coherence from the inside out.

• Universality - Geoethics is the branch of ethics which relates to the interaction of human activity with our physical world in 

general, and with the practice of the Earth sciences in particular. A clarified understanding of the relationship between our 

solar fundamentals and the anthropogenic impact of human activity on Earth sits at the core of our evolutionary 

advancement.

Application:  Getting The Band Back Together



The Roman numerals pre-Yard and Meter

I (1), V (5), X (10), L (50), C (100), D (500), and M (1000)

X I - 10 1

XXV+L=LXXV compared to Q (Letter 16 Koppa, between 8 Theta add 24 Zeta (was 6))

Koppa with the value 90° (108°)

Jubilee – Biblical celebration 50 years = Trumpet O and a bit Q-bit 54

50 and a bit 4 = Q x4

Cube number 216 (6x6x6)

Angels Cube" likely 24 * 90° = 2160° (2592°)

Six square-circles of 360° = 2160°

Application: Alphanumeric Roots

These patterns hold alphanumeric equivalencies that we’ve also traced back into original correspondence 

with our celestial cycling; cadences harmonically aligned with our solar light stream. 



The 432 Hz vs 440 Hz (debate):

Revolves around the standard tuning frequency for the musical note A, specifically A4.

440 Hz is the current internationally recognized standard, while 432 Hz is an alternative 

frequency that musicians state offers benefits like increased harmony and 

resonance. The difference is subtle, less than a semitone.

440 Hz (Standard Tuning):

This is the frequency used by most orchestras and musicians worldwide. It's the 

reference point for tuning instruments and is considered the internationally standardized 

pitch.

432 Hz (Alternative Tuning):

Musicians and sound practitioners advocate for 432 Hz, prompting it offers more 

natural resonance and a more harmonious sound. They suggest it aligns better 

with the natural world and the human body, leading to a more calming and 

balanced effect.

The Difference:

The difference between 440 Hz and 432 Hz is only about 8 Hz, which is a small change 

in pitch. Most listeners won't notice the difference unless they are very experienced 

musicians or have perfect pitch.

Application: Rock ‘n Roll SOL

The tweak of 432 Hz vs. 440 Hz



A – Z’s four letters' corners (value 3.375)

• 1 The Greek letter Alpha (uppercase Α, lowercase α) is the first letter of the Greek alphabet. In the system of Greek numerals, it has a value of 1.

• 8 The Greek letter "theta" (Θ, θ) is the eighth letter of the Greek alphabet. In the Greek numeral system, it represents the number nine, not eight.

• 16 The Greek alphabet does not have a direct equivalent for the letter "q". The letter "q" in the Latin alphabet is derived from the ancient Greek letter 

Koppa (Ϙ, ϙ), which was used in early forms of the Greek alphabet but later fell out of use. In classical Greek, the letter "q" was replaced by Kappa (Κ), 

which corresponds to the English letter "k". In the Greek alphabet, the letter representing the "k" sound is Kappa (Κ, κ). In the system of Greek 

numerals, Kappa (Κ) has a value of 20.

• 16 Koppa (Ϙ, ϙ) was an archaic Greek letter, derived from the Phoenician letter qoph. It had a value of 90 in the Greek numeral system and was 

pronounced as a voiceless velar plosive sound, like the "k" in "kappa". While replaced by Kappa (Κ) in most uses, Koppa continued to be used as a 

numeral symbol with the value 90.

• 24 The Greek letter Zeta (Ζ, ζ) is the sixth letter of the Greek alphabet and has a numerical value of 7 in the Greek numeral system. It represents the "z" 

sound in both Ancient and Modern Greek. While it is the sixth letter of the alphabet, it's the numeral for 7 due to the presence of the letter digamma (ϝ) in 

the sixth position originally, which was then used as a numeral. In the system of Greek numerals, Zeta has a value of 7.

Application: Relearning Our ABCs



SOL 300.000.000 m/sec* 
(not 299.792.458)

IT IS TIME TO RELAY THE SOL WITH 1/X IN RELATION TO 54 (UNIVERSAL NON-ARBITRARY)

• We believe our meter/cubit findings will fit the majority of ancient constructs.

• Adjust measurements of both the Metre and Miles per second (which are currently based on precise, yet not accurate, values)

3.28 3.24 feet 

5280  5184 feet

• Light travel harmonics present the requirements of hyper vacuum attunement.

THE NEXT PHASE: RE-DEFINING THE SOL WITH TWEAK TO THE METER

• Build on X-roads thinking with Nobel Prize Laureate Prof. William D. Phillips

• wavelength = hyper-c / frequency

• 9.192,631,770 transition cycles in absorbing microwaves

• Theory of 9.331,200,000 generates more precision

• 1/2.16e-10 x2 = 9.259,259,259

Application:  Playing Our Song

*velocity speed in vacuum



Our vision is to return the international system of 
measurement to the universal standards that support 
the evolving climate of our collective consciousness.
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